
SP094X-021E
P: OP 

！  Contact our sales office for delivery dates and prices as this is a special model. 

P.G.Information (Specialized Product) 
 

 
 
 
 

 
 

Model Degree of Protection 
IP8*00－X310－P 
IP8*01－X405－P 

JISF8007 IP66 
(Compliant with IEC60529) 

 
■How to Order:  
 
・IP8000-X310-P 

 
 
 
 
 
 
 

 
・IP8100-X310-P 

 
 
 
 
 
 
 

Compliant with IP66 (degree of protection) 
Electro-pneumatic Positioner ／IP8*00－X310－P 
Smart Positioner／IP8*01－X405－P 
■Features 

Compliant with IP66 (degree of protection). 

SMC CORPORATION 
4-14-1,SOTO-KANDA, 
CHIYODA-KU, 
TOKYO 101-0021, JAPAN 
URL http://www.smcworld.com 



・IP8001-X405-P 

 
 
 
 
 
 
 
 
 
 
 
 
・IP8101-X405-P 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
■Specifications 
 
Degree of protection: JISF8007 IP66 (compliant with IEC 60529) 
(Other than the above, same specifications as standard type) 



■Dimensions: mm   * Same as the standard, other than the IP66 compliant protective cover. 

◇ IP8000-X310-P 
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◇ IP8100-X310-P 
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◇ IP8001-X405-P 
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!   Caution To ensure the safest possible operation of this product, please be sure to thoroughly read  
 the “Safety Instructions” in our “Best Pneumatics” catalog before use. 

◇ IP8101-X405-P 
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