
Features Supports 750 W motors

Electric Actuator: High Rigidity Slider Type
Motorless Type
LEJS100NZB-mm-X200

Max. stroke: 2500 mm
Compatible Motors by Manufacturer

Speed–Work Load Graph (Guide)

Double axis linear guide

Speed–Work Load Graph (Guide)
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For 1100 mm strokeFor 1100 mm stroke

370250 250

LEJS63

LEJS63

LEJS100NZB-mm-X200 LEJS100NZB-mm-X200

Manufacturer Series Type

Compatible interfaces

Pulse
input

MELSERVO-J3

MELSERVO-J4

Σ-V

Σ-7

HF-KP73

HG-KR73

SGMJV-08

SGM7J-08

Mitsubishi
Electric

Corporation

@ #

YASKAWA
Electric

Corporation

Approx.
1.5 times

Approx.
3.2 times

Approx.
1.5 times

Approx.
1.5 times

Horizontal Vertical

Linear guide

Compatible motor (750 W)

Compatible motor (200 W)

Compatible motor (200 W)

Compatible motor (750 W)

Horizontal

130
Vertical

65

Work load
[kg]

Horizontal/Vertical

370

Speed
[mm/s]

Trademark: DeviceNet™ is a trademark of ODVA.

P.G. information
Point to Group

Specialized Product
Contact our sales office for delivery dates 
and prices as this is a special model.

To ensure the safest possible operation of this product, please be sure to thoroughly read the 
“Safety Instructions” in our “Best Pneumatics” catalog before use.Caution

©2019 SMC Corporation All Rights Reserved

4-14-1, SOTO-KANDA, CHIYODA-KU, TOKYO 101-0021, JAPAN   URL: https://www.smcworld.com SP172X-030E
P: XS


